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SOLDERING CONDITIONS I RATING: DC 12V,
REFLOW SOLDERING: 100mA(RESISTIVE LOAD)
1 PREHEAT: 150 TO 200°C, 120420 SECONDS 2. OPERATING FORCE: /0gf MAX
2 PEAK TEMPERATURE: 260°C MAXIMUM, 10 SECONDS 5. LIFE CYCLE: 50,000 CYCLES WITHOUT LOAD
3 SOLDERING AREA TEMPERATURE: 217°C, 90 TO 120 SECONDS 4. CONTACT RESISTANCE: 80mQ MAXIMUM
5.  INSULATION RESISTANCE: 100MQ MINIMUM
TEMP. PEAK 6. OPERATING TEMPERATURE RANGE
C TEMPERATURE —10° TO 60°C
260 / 7. STORAGE TEMPERATURE RANGE:
—30° TO 80°C. NOTE: 96
HOURS MAXIMUM FOR CONTINUOUS STORAGE
220 OVER A RANGE —20 TO-30°C AND 70 TO 80°C
// 8. COMPLIANCE— ALL MATERIALS AND
SREHEATING SOLDERING FINISHES SHALL COMPLY WITH EU
150 AREA AREA DIRECTIVE 2002/95/EC OF 27 JAN 2003 (RoHS)
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