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 Specifications: 

MODEL N625 N630 N650 

Distance/Spot Ratio 12:1     

Temperature Range 
-25~999˚F 
(-32~535˚C) 

-58~1830˚F 
(-50~999˚C) 

Accuracy  From-50~20˚C(-58 ~ -4˚F) = ±3˚C (±5˚F) 
Assumumes Operation 
Ambient 

From -20~100˚C (-4~-212˚F) = ±2˚C 
(±3˚F) 

Temp. of 23˚C/73˚F) From 100~999˚C (212~1830˚F) = ±2% 

Thermopile                       5~14µm                         8~14µm 

Repeatability   ±1˚C (±2˚F) 

Resolution 
                 0.1˚C 
(0.1˚F)                       1˚C (1˚F) 

Response Time 500 ms. 

Operation Temp 0~50˚C (32~122˚F), 10~90%RH 

Auto Power Off Automatically after approx. 6 sec. 

Emissivity 0.95 
Adj. 0.1 ~ 
1.0 Adj. 0.1 ~ 1.0 

˚C/˚F Switchable YES YES YES 

Backlight YES YES YES 

Laser Sight Switchable YES YES YES 

Max/Min/Avg./∆T NO  YES YES 

Auto-Measuring NO  YES YES 

10 point memory NO  YES YES 

Audio Alarm NO  YES YES 

Battery Type 9V, 006P, IEC6F22, NEDA1604 

Dimensions 170 x 133 x 45mm (6.69" x 5.23" x 1.77") 

Weight 187g Approx. 

 

 
 
Includes: 
 
 Thermometer 
 9V Battery 
 Instructional manual 
 Soft carrying case 
 
This instrument 
conforms to: 
 
 EN61326: Electrical 

equipment for 
measurement, control 
and laboratory use. 

 IEC61000-4-2: 
Electrostatic discharge 
immunity test. 

 IEC61000-4-3: 
Radiated, radio-
frequency, 
electromagnetic field 
immunity test. 

 IEC61000-4-8: Power 
frequency magnetic 
field immunity test. 
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