THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION AND SUCH INFORMATION
MAY NOT BE DISCLOSED TO OTHERS FOR ANY PURPOSE OR USED FOR MANUFACTURING
PURPOSES WITHOUT WRITTEN PERMISSION FROM AMPHENOL CANADA CORP.
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-— 20.70 NOTES:
ELECTRICAL:
LED 2 (LEFT) LED 1 (RIGHT) ‘ ‘ 1. VOLTACE RATING 125 VAC.
o 2. CURRENT RATING 1.25 AMP.
0 =) S 3. INSULATING RESISTANCE : 500 MEGOHMS MINIMUN.
) S 4. DIELECTRIC STRENGTH : 1000 VAC 60Hz, 1MIN.
- = 5. CATEGORY 5E CHARACTERISTIC:
- i) 0
PIN NUMBERS @]ﬂ
SHOW FOR REFERENCE g1 NEAR—END RETURN
ONLY, IT DOES NOT } FREQUENCY | CROSSTALK LOSS ATTENUATION
SHOW ON ACTUAL PART ‘ 15.90 ‘ 11.98 ‘ MHz dB, MIN. dB, MIN. dB, MAX.
10 85 30 0.1
40 65 30 0.1
10.75 A 8.0 64.9 30 0.1
R1.00 Max. 100 63 30 01
550 Min. ~ T+ ——2B 2.57 16.0 58.9 30 0.2
A ﬁ% - - = =
= 25.0 55 30 0.2
5 5 i 4.85 min. | B S oY . o
6.20 485 62.5 471 241 03
TOP VIEW 5 TOP VIEW 100.0 43 20 0.4
94 . MECHANICAL:
17.90 Min. 0 17.90 Min. 1. SHIELD . STAINLESS STEEL, WITH TIN-DIP ON SOLDER TABS.
‘ 4%/0 2. HOUSING : HIGH TEMP THERMOPLASTIC. UL 94V—0.
e : 3. INSERT : HIGH TEMP THERMOPLASTIC UL 94v—0.
N 4. PCB : FR—4.
5. CONTACT . PHOSPHOR BRONZE,
30u” SELECTIVE GOLD PLATING
FOR MATING SURFACE,
12.90 Min] 50u” NICKEL UNDERPLATE
12.90 Min ENVIRONMENTAL - 100u” MATTE TIN PLATING ON CONTACT SOLDER TAIL.
S\DEE&TE‘?VNSQB@\NG 1. STORAGE . —40° TO +85°
SIDE VIEW SHOWING 2. OPERATION . —40" TO +85'.
RECOMMEESN;A\Q‘EEXV LAYOUT WITH PLUG RECOMMEESN;AK‘EEXV LAYOUT WITH PLUG MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68, SUBPART F.
OPTION 1 OPTION 2 RECOMMENDED SOLDER PROCESS: WAVE SOLDER, PEAK TEMPERATURE
260" FOR 10 SECOND.
12 11T 1009 .
438 & {% ; {4 2{3} b AMPHENOL PART NUMBER: RJE48—188—1XX1
©1.1240.05 15.04 &6 b & GOLD PLATING OPTION REFER TO LED OPTIONS DRAWING
4 HOLES 2.29 1 1=6u” [0.15 MICRONS] GOLD PLATING  p—_RJE48—LEDS FOR ORDERING
0904005 ~| ol ~ {5%4}{3} 2=15u" [0.38 MICRONS] GOLD PLATING CODES
20.90+0.05 | o+ N 7 51 3 1 3=30u" [0.76 MICRONS] GOLD PLATING
8 HOLES SN o 4=50u" [1.27 MICRONS] GOLD PLATING
\@*\ﬁwa A GREEN ”—E§]—“ H
ARIAA I —P— LED SPECIFICATIONS:
}—8 RN I B 1O 100 e FORWARD VOLTAGE: 2.2 VOLTS TYP
? ? LED SCHEMATIC, DETAIL G, SCALE 2:1 REVERSE VOLTAGE: 5.0 VOLTS
o 1.00 109%7—7 14 LUMINOUS INTENSITY: 4 mecd MIN. (AT IF =20mA)
© ; - — UNLESS OTHERWUSE SOECIFIED DATE
> DRAWN B.COPPING JUL17/13
N 15.90 DIMENSION ARE IN mm DESIGNED Amp heno | C@I nada C orp .
FRACTION DECIMALs ANGLEs CHECKED A CREEN
RECOMMENDED PCB LAYOUT X +050 x. 130 : LS TiTLE
TOLERANCE: 40 .05mm. X 1030 [ I. E. APPRD. MODULAR JACK, SINGLE PORTS, 8 FOSITIONS, & CONTACTS,
XXX £0.10 XX £1.0° Q. A. APPRD. SHIELDED WITH TOP & SIDE TABS, WITH LED,
Vo APPRD. TAB UP, CATSE
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