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Component connector - P-CO XL-UT - 3036799
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documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

Component connector, for installing components that can be individually selected up to a diameter of 10 mm
and power dissipation of up to 1 W, nominal current: 10 A, length: 41.2 mm, width: 12.3 mm, height: 37.5 mm,
number of positions: 1, color: gray

Why buy this product

 Solderless spring-cage connection

 Suitable for discreet components with high power dissipation

 Can be used in all terminal blocks with disconnect zone

Key Commercial Data
Packing unit 10 STK

Minimum order quantity 10 STK

GTIN

GTIN 4055626369808

Technical data

General

Note Notes on operation Components with a wire diameter of up to 1.3 mm
can be used

Number of positions 1

Potentials 1

Color gray

Insulating material PA

Flammability rating according to UL 94 V0

Dimensions
Width 12.3 mm

Length 41.2 mm

Height 37.5 mm

General
Maximum load current 10 A

Nominal current IN 10 A (the current is determined by the component used)

Nominal voltage UN 400 V (the voltage is determined by the component used)
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Component connector - P-CO XL-UT - 3036799
Technical data

Connection data
Connection method Plug connection

Standards and Regulations
Flammability rating according to UL 94 V0

Environmental Product Compliance
China RoHS Environmentally friendly use period: unlimited = EFUP-e

No hazardous substances above threshold values

Drawings

Dimensional drawing

1
4

31,5+1,5

Approvals

Approvals

Approvals

UL Recognized / cUL Recognized / CSA / cULus Recognized

Ex Approvals

Approval details

UL Recognized    http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.htm  FILE E 60425

  B C

Nominal voltage UN 300 V 300 V

Nominal current IN 7 A 7 A

mm²/AWG/kcmil 28-18 28-18
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Approvals

cUL Recognized    http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.htm  FILE E 60425

  B C

Nominal voltage UN 300 V 300 V

Nominal current IN 7 A 7 A

mm²/AWG/kcmil 28-18 28-18

CSA    http://www.csagroup.org/services-industries/product-listing/  13631

  B C

Nominal voltage UN 300 V 300 V

Nominal current IN 7 A 7 A

mm²/AWG/kcmil 28-18 28-18

cULus Recognized    http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/index.htm  
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